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ATC Series

Designed for Automatic Tool Change Machines

Design _

The compact design, along with mentioned
specifications allows for the highest

performances, high speeds and long tool life

Modular antirotation group

Graduated ring

Output

- ER Collet (Standard)
- Weldon

- Shell mill holder

- Special

Case Hardened and ground
shank and shaft

Positioning pin with
automatic release

Standard 10Bar coolant
through pin

Treated steel head body
with 360° position and
internal air pressure,
maximum rigidity and
corrosion resistant.
Minimum thermal
expansion

Angular contact preloaded Gleason ground spiral bevel
ball bearings of precision gears for maximum performance

class ABE 7/9 and minimum vibration




o= BB ATC Series
1 CONTENTS

909 Fixed
GFX07 ER11
GFX07L ER11
GFX10 ER16
GFX10L ER16
GFX16 ER25
GFX16L ER25
GFX20 ER32
GFX20L ER32
GFXS40

Pivoting

GPV13 Pivoting ER20
GPV16 Pivoting ER25
GPV20 Pivoting ER32




ANGLE HEADS ATC 90° FIXED
mane in 1TaLy () RIGHT ANGLE HEADS

5.5 Release stroke 65 35 ‘ 89 15
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V Direction of rotation is opposite to the machine sindle

GFXO7 ER 11 Fixed 90° Right Angle Heads

Collet A B H End Mill & Tap Size Max  Weight

Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.P.M. (Kg.) Code No.
CAT 40 GFX07 ER 11 170 35 65-80 (110)* 7 M5 6,000 4 381-002
CAT 50 GFX07 ER 11 170 & 80 (110)* 7 M5 6,000 4 381-004
BT 40 GFX07 ER 11 170 85 65-80 (110)* 7 M5 6,000 4 381-006
BT 50 GFX07 ER 11 176 41 80 (110)* 7 M5 6,000 4 381-008
HSK63 GFX07 ER 11 177 42 65-80 (110)* 7 M5 6,000 4 381-010
HSK100 GFX07 ER 11 180 45 80 (110)* 7 M5 6,000 4 381-012
Other tapers available please inquire ()* Optional

. Performance wm _Standard Features & Equipment Included:
Technical Data GFX 7 2 b 4 e Internal coolant from positioning pin
Ratio 1:1 e |nternal air pressure
RPM Max g/min 6,000 b [— 36 Retaining block
Max axial load N 120 12 i LIS .o | BT

: N T “ e Grease tube
Torque Nm 5 - S L e e e Instruction book & Inspection report
Weight Kg. 4 08 /,’ 28
Collet mm  ER-11 0.5mm - 7mm 04 24 Q

e
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ANGLE HEADS ATC 90° FIXED
maoe in 1TaLy () RIGHT ANGLE HEADS

GFX07L

5.5 Release stroke 6.5 35 ) 134 15
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GFXOT7L ER 11 Long Fixed 90° Right Angle Heads

Collet A B H End Mill & Tap Size Max  Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm)  Capacity R.P.M. (Kg.) Code No.
CAT 40  GFXO7L ER 11 215 35 65-80 (110)* 7 M5 6,000 4.3 381-302
CAT50  GFX07L ER 11 215 35 80 (110)* 7 M5 6,000 4.3 381-304
BT 40 GFX07L ER 11 215 35 65-80 (110)* 7 M5 6,000 4.3 381-306
BT 50 GFX07L ER 11 221 41 80 (110)* 7 M5 6,000 4.3 381-308
HSK63 GFX07L ER 11 222 42 65-80 (110)* 7 M5 6,000 4.3 381-310
HSK100  GFXO7L ER 11 225 45 80 (110)* 7 M5 6,000 4.3 381-312
Other tapers available please inquire ()* Optional
Standard Features & Equipment Included:
Performance
i Kw N
Technical Data GFX 7L 5 ? e |nternal coolant from positioning pin
Ratio 1:1 o Interpgl air pressure
RPM Max g/min 6,000 16| = \?vetam;]ng block
. 3 e Wrenches
Max axial load N 120 i ., e Grease tube
Torque Nm S ro- e — o Instruction book & Inspection report
Weight Kg. 4.3 08 L~ ekl LLE R ¥
Collet mm  ER-1105mm-7mm 7 . Q
0 1000 2000 3000 4000 5000 6000 &\
Rpm




ANGLE HEADS ATC 90° FIXED
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5.5 Release stroke $6;5 35 ) 69 20,3
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V Direction of rotation is opposite to the machine sindle

GFX10 ER 16 Fixed 90° Right Angle Heads

Collet A B H End Mill & Tap Size Max  Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm)  Capacity R.P.M. (Kg.) Gode No.
CAT 40 GFX10 ER 16 150 35 65-80 (110)* 10 M8 4,000 4.3 381-020
CAT 50 GFX10 ER 16 150 35 80 (110)* 10 M8 4,000 4.3 381-022
BT 40 GFX10 ER 16 150 35 65-80 (110)* 10 M3 4,000 4.3 381-024
BT 50 GFX10 ER 16 156 4 80 (110)* 10 M3 4,000 4.3 381-026
HSK63 GFX10 ER 16 157 42 65-80 (110)* 10 M8 4,000 4.3 381-028
HSK100  GFX10  ER16 160 45 80 (110)* 10 M8 4,000 43 381-030
Other tapers available please inquire ()* Optional
Performance Standard Features & Equipment Included:
Technical Data GFX10L o """ e Internal coolant from positioning pin
Ratio 11 2} e Internal air pressure
RPM Max g/min 4,000 2 |- 5 ® Retaining block
Maxaxialload N 250 = * Wrenches
15 iy // 5o ® Grease tube
Torque Nm 7 o L~ e Instruction book & Inspection report
Weight Kg. 4.3 12 i s 48
Collet mm  ER-16 Tmm - 10mm pzd D R e ST e Q
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GFX10L

5.5 Release stroke
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V Direction of rotation is opposite to the machine sindle

GFX10L ER 16 Long Fixed 90° Right Angle Heads

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.PM. (Kg.) Code No.
CAT 40 GFX10L ER 16 225 85 65-80 (110)* 10 M8 6,000 5.2 381-320
CAT 50 GFX10L ER 16 225 85 80 (110)* 10 M8 6,000 5.2 381-322
BT 40 GFX10L ER 16 225 35 65-80 (110)* 10 M8 6,000 5.2 381-324
BT 50 GFX10L ER 16 231 41 80 (110)* 10 M8 6,000 5.2 381-326
HSK63 GFX10L ER 16 232 42 65-80 (110)* 10 M8 6,000 5.2 381-328
HSK100  GFX10L ER 16 235 45 80 (110)* 10 M8 6,000 5.2 381-330
Other tapers available please inquire ()* Optional
TS Standard Features & Equipment Included:

A KW m
Technical Data GFX10L 2l Nﬁ « Internal coolant from positioning pin
Ratio 1:1 ' ° Interpql air pressure
RPM Max g/min 6,000 2 | — e * \F;Viz]'g;]"egsb'oc"
Max axial load N 250 " ~ - //' 52 e Grease tube
Torque Nm 7 S « Instruction book & Inspection report
Weight Kg. 5.2 12 A — 48
Collet mm  ER161mm-10mm [ 7] B o L 19 O Q
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V Direction of rotation is the same as the machine sindle

GFX16 ER 25 Fixed 90° Right Angle Heads

System A B H End Mill & Tap Size Max  Weight

Taper Model Collet (mm) (mm) (mm) Drill Cap. (mm)  Capacity R.P.M. (Kg.) Code No.
CAT 40 GFX16 ER 25 150 35 65-80 (110)* 16 M12 4,000 54 381-100
CAT 50 GFX16 ER 25 150 35 80 (110)* 16 M12 4,000 54 381-102
BT 40 GFX16 ER 25 150 35 65-80 (110)* 16 M12 4,000 54 381-104
BT 50 GFX16 ER 25 156 4 80 (110)* 16 M12 4,000 5.4 381-106
HSK63 GFX16 ER 25 157 42 65-80 (110)* 16 M12 4,000 5.4 381-108
HSK100 GFX16 ER 25 160 45 80 (110)* 16 M12 4,000 5.4 381-110
Other tapers available please inquire ()* Optional

Standard Features & Equipment Included:

. Perf
Technical Data GFX16 Kw eriormance m e Internal coolant from positioning pin
Ratio ik K '8 e Internal air pressure
RPM Max g/min 4,000 0| > o .\F;Via::ghnegs block
Max axial load N 510 . // 55 ® Grease tube
Torque Nm 20 « Instruction book & Inspection report
Weight Kg. 5.4 24 A 145
Collet mm  ER-252mm - 16mm . T o %
e o - Yy

0 i 12,5
0 1000 2000 3000 4000 5000 6000 \
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GFX16L
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V Direction of rotation is the same as the machine sindle

GFX16L ER 25 Long Fixed 90° Right Angle Heads

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.P.M. (Kg.) Gode No.
CAT 40 GFX16L ER 25 220 35 65-80 (110)* 16 M12 4,000 6.7 381-400
CAT 50 GFX16L ER 25 220 85 80 (110)* 16 M12 4,000 6.7 381-402
BT 40 GFX16L ER 25 220 35 65-80 (110)* 16 M12 4,000 6.7 381-404
BT 50 GFX16L ER 25 226 4 80 (110)* 16 M12 4,000 6.7 381-406
HSK63 GFX16L ER 25 227 42 65-80 (110)* 16 M12 4,000 6.7 381-408
HSK100 GFX16L ER 25 230 45 80 (110)* 16 M12 4,000 6.7 381-410
Other tapers available please inquire ()* Optional
Standard Features & Equipment Included:
Technical Data GFX16L KW Performance " e Internal coolant from positioning pin
Ratio 1:1 S ' eInternal air pressure
RPM Max g/min 4,000 s / 5 o \F;I‘iﬁl'g'h”egsb'oc"
Max axial load N 510 . //’ . e Grease tube
Torque Nm 20 o |nstruction book & Inspection report
Weight Kg. 6.7 24 A 145
Collet mm  ER-25 2mm - 16mm L T o %
T 1= 1255 ‘.k‘
! 0 1000 2000 3000 4000 5000 6000 ‘ K
Rpm
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V Direction of rotation is the same as the machine sindle

GFX20 ER 32 Fixed 90° Right Angle Head

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm)  Capacity R.PM. (Kg.) Code No.
CAT 50 GFX20 ER 32 160 35 80 (110)* 20 M14 4,000 11 381-148
Other tapers available please inquire ()* Optional

Standard Features & Equipment Included:

. Perf
Technical Data GFX20 K eriormance A o Internal coolant from positioning pin
Ratio 1:1 10 ¢ 32 e |nternal air pressure
RPM Max g/min 4,000 5 = D L : \I;{Viz:ghne% block
. 8 /I

Max axial load N 1250 . yd . o Grease tube
Torque Nm 35 . 1 o Instruction book & Inspection report
Weight Ka. 11 4 * 2%
Collet mm ER-32 3mm - 20mm 2l

2 ,/ el | 24 %
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RIGHT ANGLE HEADS

GFX20L
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V Direction of rotation is the same as the machine sindle

GFX20L ER 32 Long Fixed 90° Right Angle Head

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.P.M. (Kg.) Code No.
CAT 50 GFX20L ER 32 240 35 80 (110)* 20 M14 4,000 13.2 381-448
Other tapers available please inquire ()* Optional
Standard Features & Equipment Included:
Technical Data GFX20L Kw L N e Internal coolant from positioning pin
Ratio 1:1 0| 32 ° Inter_ngl air pressure
RPM Max g/min 4,000 . L 70 I \I,qvﬁ,'g'hne%bm(:k
A Vv

Max axial load N 1250 - /// - e e
Torque Nm 35 8 T i e [nstruction book & Inspection report
Weight Kg. 13.2 . "
Collet mm  ER-32 3mm - 20mm KN %

2 /,/ Ak o 24 LY ‘

0 i 22 K‘
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Note: Accepts CAT40, BT40, SK40 and NMTB 40 Taper Tooling V' Direction of rotation is the same as the machine sindle

GFX S40 Fixed 90° Right Angle Heads

A B H End Mill & Tap Size Max Weight
Taper Model (mm) (mm) (mm) Drill Cap. (mm) Capacity R.P.M. (Kg.) Code No.
CAT 50 GFX S40 190 35 110 26 M20 3,000 22 381-121
BT 50 GFX S40 196 41 110 26 M20 3,000 22 381-123
HSK100 GFX S40 200 45 110 26 M20 3,000 22 381-125

Other tapers available please inquire

Standard Features & Equipment Included:

Performance . .
KW Nm e |nternal coolant from positioning pin
20 90 e |nternal air pressure
18 [ = 85 * Retaining block
Technical Data GFX S40 16 1~ P 80 * Wrenches
. ) 1 A - * Grease tube
Ratio 1:1 o Instruction book & Inspection report
RPM Max g/min 3,000 12 % 70
Max axial load N 1800 10 ) A 65
Torque Nm 90 2 7/ = 22 %
Weight Kg. 22 )4 N
4 50
Drill / Ta mm 26mm / M20
p 2 // 45 Q
0 40
0 1000 2000 3000 4000
Rpm
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ANGLE HEADS ATC PIVOTING
MADE IN ITALY ij ANGLE HEADS

@425
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6.5 35 ‘ 52.5 215

55 Release stroke

Cap 1/8" Gas

20

I

Reference Pin

V Direction of rotation is opposite to the machine sindle

GPV13 ER 20 Pivoting Angle Heads

Collet A B H End Mill & Tap Size Max  Weight

Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.PM. (Kg.) Gode No.
CAT 40 GPV13 ER 20 130 895 65-80 (110)* 13 M10 4,000 4.2 381-198
CAT 50 GPV13 ER 20 130 35 80 (110)* 13 M10 4,000 4.2 381-200
BT 40 GPV13 ER 20 130 35 65-80 (110)* 13 M10 4,000 4.2 381-202
BT 50 GPV13 ER 20 136 41 80 (110)* 13 M10 4,000 4.2 381-204
HSK63 GPV13 ER 20 137 42 65-80 (110)* 13 M10 4,000 4.2 381-206
HSK100 GPV13 ER 20 140 45 80 (110)* 13 M10 4,000 4.2 381-208
Other tapers available please inquire ()* Optional

w Performance \, _Standard Features & Equipment Included:
Technical Data GPV13 25 | 6 e |nternal coolant from positioning pin
Ratio 1:1 bk N e Internal air pressure
RPM Max g/min 4,000 2 St 5 * Retaining block

. hhl LEEFH e Wrenches

Max axial load N 450 " . N
Torque Nm 6 e Instruction book & Inspection report
Weight Kg. 4.2 1 3
Collet mm  ER-20 Tmm-13mm Q

0,5 2

o o Yy
0 1 %
0 1000 2000 3000 4000
Rpm
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ANGLE HEADS ATC PIVOTING
MADE IN ITALY ij ANGLE HEADS

290

Reference pin

5.5 Release stroke 6.5 35 ) 69 33.5

12.5

45

Reference Pin

V Direction of rotation is opposite to the machine sindle

A
GPV16 ER 25 Pivoting Angle Heads

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm) Capacity R.PM. (Kg.) Code No.
CAT 40 GPV16 ER 25 150 35 65-80 (110)* 16 M12 4,000 6.8 381-270
CAT 50 GPV16 ER 25 150 35 80 (110)* 16 M12 4,000 6.8 381-272
BT 40 GPV16 ER 25 150 85 65-80 (110)* 16 M12 4,000 6.8 381-274
BT 50 GPV16 ER 25 156 41 80 (110)* 16 M12 4,000 6.8 381-276
HSK63 GPV16 ER 25 157 42 65-80 (110)* 16 M12 4,000 6.8 381-278
HSK100 GPV16 ER 25 160 45 80 (110)* 16 M12 4,000 6.8 381-280
Other tapers available please inquire ()* Optional
Performance Standard Features & Equipment Included:
Technical Data GPV16 o " e |nternal coolant from positioning pin
Rat oo Lk " * Internal air pressure
alo , : B N * Retaining block
RPM Max g/min 4,000 . ‘.‘ // 5 e \Wrenches
Max axial load N 480 . )4 . e Grease tube
Torque Nm 18 e [nstruction book & Inspection report
Weight Kg. 6.8 2 "u/f 7
Collet mm  ER-25 2mm-16mm 74 I LT PN %
/ e
7 : w ) Yy
0 5
0 1000 2000 3000 4000 ‘\

Rpm
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ANGLE HEADS ATC PIVOTING
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GPV20 ER 32 Pivoting Angle Heads

Collet A B H End Mill & Tap Size Max Weight
Taper Model System (mm) (mm) (mm) Drill Cap. (mm)  Capacity R.PM. (Kg.) Code No.
CAT 50 GPV20 ER 32 160 35 80 (110)* 20 M16 4,000 13 381-150
BT 50 GPV20 ER 32 166 41 80 (110)* 20 M16 4,000 13 381-154
HSK100 GPV20 ER 32 170 45 80 (110)* 20 M16 4,000 13 381-158
Other tapers available please inquire ()* Optional
Standard Features & Equipment Included:
. KW Performance Nm - .
Technical Data GPV20 e |nternal coolant from positioning pin
. ) 10 30 e [nternal air pressure

Ratio 1:1 : G

9 29
RPM Max g/min 4,000 s [ B S
Max axial load N 715 7 2 za * Grease tube
Torque Nm 32 @ . “A-. 2 e Instruction book & Inspection report

q 5] s 25

Weight Kg. 13 . p4 RN
Collet mm ER-32 3mm-20mm z . %

2 22 ‘

A . ~ '&

0 20 \

0 1000 2000 3000 4000
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— Advancing manufacturing

through each tum. ..

TOOLING

METALWORKING SOLUTIONS

Kitchener Edmonton Toledo
500 Manitou Drive 9649-49th Ave 416 Dussel Drive
Kitchener, Ontario Edmonton, AB Maumee, Ohio
N2G 4B6 T6E 5Z5 43537
Toll Free: 1-800-265-8221 Toll Free Fax: 1-866-511-7692
Phone: (519) 748-5750 Fax: (519) 748-9304
Email: sales@sowatool.com web: www.sowatool.com S [ Gt
* G S A H 1 2 %




